erbe

power your performance.

VIO®3n Amber

Tailored to sync with you




EspecificacOes técnicas

Conexao de alimentacao
Tensao nominal de alimentagao

Frequéncia nominal de alimentac¢ao
Corrente de linha (média)

Consumo de energia no modo de
espera

Consumo de energia com saida de HF
maxima

Terminal para aterramento (equaliza-
cdo de potencial)

Fusiveis de poténcia

Modo de operagao

Operagdo descontinua

Ethernet

Ethernet

Programas

NUmero de programas

Dimensdes e peso
Largura x altura x profundidade
Peso

Tamanho da tela

100V -240V CA+10%

50 Hz/60 Hz

100 - 120 V CA:
220 - 240V CA:

100 - 120V CA:
220 - 240V CA:

100 - 120 V CA:
220 - 240V CA:

Sim

49 A
2,1 A

<19 W
<19 W

< 455'W
< 455'W

F6,3AH/250VCA

Ciclo de trabalho 10 s LIGADO /

30 s DESLIGADO

RJ45 1 Gbit
(desativado por

1500 max.

padrao)

470 x 165 x 381 mm

8 kg

10,1 polegadas
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Condigdes ambientais para transporte e armazenamento

Temperatura

Umidade relativa

Condigdes ambientais para operagao
Temperatura

Umidade relativa

Pressdo atmosfeérica

Altitude maxima de operagao

Normas

Classificagdo de acordo com o Regula-
mento (UE) 2017/745

Classe de protecdo conforme a norma
EN 60 601-1

Tipo de acordo com a norma EN 60
601-1

Codigo IP

-29°Ca +60 °C
15 -85%

+10 °Ca +40 °C
15 - 85%, sem condensacao
54 - 106 kPa

5.000 m acima do nivel do mar

Il'b

Parte aplicada tipo CF a prova de
desfibrilagao

IP2X

Modos disponiveis

Modos VIO®3n Amber

autoCUT X
autoCUT bipolar
dryCUT
softCOAG
softCOAG bipolar
forcedCOAG
swiftCOAG
sprayCOAG
twinCOAG
forcedAPC

X X X X X X X X X
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Compativeis
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Pinca bipolar Caneta para evacuagao  Aplicador APC
de fumaga

Muitos dos nossos instrumentos padrao sao compativeis com
o novo VIO® 3n. Aqui esta uma selecao especial.

VIO® seal
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Submaédulos e acessorios compativeis


https://en.erbegroup.com/en-en/
https://www.medical-videos.com/
https://www.linkedin.com/company/erbegroup/posts/?feedView=all
https://www.youtube.com/user/erbemed
https://en.erbegroup.com/en-en/digital-products/
https://productfinder.erbegroup.com/?openurl=ARTIKELNUMMER%3D%4020189-350%4020189-351%4020189-352%4020189-353&language=en
https://productfinder.erbegroup.com/?openurl=10135-000&language=en
https://productfinder.erbegroup.com/?openurl=APCapplicator&language=en
https://productfinder.erbegroup.com/?openurl=10160-020&language=en
https://productfinder.erbegroup.com/?openurl=10323-000&language=en
https://productfinder.erbegroup.com/?openurl=ARTIKELNUMMER%3D%4020321-040%4020321-041%4020321-042%4020321-043&language=en
https://productfinder.erbegroup.com/?openurl=Bipolar%20forceps&language=en
https://en.erbegroup.com/fileadmin/user_upload/documents/Terms_of_Use/Terms_of_use_EN.pdf

